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L.-Nr. A (mm) B (mm) C (mm) D (mm) E (mm) bolt (mm) kN kA 1s kg
4265.01/9/31/1 100 14 40 14 13 13 55 13 0,53
4265.501 100 20 50 20 19 19 200 32 1,10
4265.04/41 100 20 60 20 19 19 240 40 1,28
4265.04/61 100 20 70 24 19 22 280 50 1,70
4265.502 125 20 50 20 19 19 200 32 1,32
4265.04/42 125 20 60 20 19 19 240 40 1,49
4265.04/62 125 20 70 24 19 22 280 50 1,62
4265.503 150 20 50 20 19 19 200 32 1,47
4265.04/43 150 20 60 20 19 19 240 40 1,65
4265.04/63 150 20 70 24 19 22 280 50 1,80
4265.508 200 20 50 20 19 19 200 32 1,70
4265.04/47 200 20 60 20 19 19 240 40 2,01
4265.04/66 200 20 70 24 19 22 280 50 2,49
4265.504 250 20 50 20 19 19 200 32 2,05
4265.04/47/2 250 20 60 20 19 19 240 40 2,41
4265.04/67 250 20 70 24 19 22 280 50 2,90
4265.505 300 20 50 20 19 19 200 32 2,41
4265.04/44 300 20 60 20 19 19 240 40 2,80
4265.04/5 300 20 70 24 19 22 280 50 3,40

material: steel, forged, hot dip galvanized

material: steel, hot dip galvanized

The delivery of clevis eyes with a di� erent orientation is possible upon request.
Other dimensions are available upon request.

Clevis eye straight, welded

L.-Nr. A (mm) B (mm) C (mm) D (mm) bolt (mm) kN kA 1s kg
4265.74/10 90 20 16 18 16 120 25 0,73
4265.73 90 20 19 20 19 240 32 1,14
4265.76/6 100 20 19 20 19 200 40 1,66
4265.76/8 100 26 19 20 19 210 40 1,71
4265.0012 100 26 19 20 22 240 40 1,50
4265.76/1 100 20 19 24 22 320 40 1,69
4265.76/20 100 26 19 24 22 320 50 1,90

STRING 
HARDWARE

Other dimensions are available upon request.

Clevis eye twisted, forged
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material: steel, forged, hot dip galvanized

Other dimensions are available upon request.

material: steel, forged, hot dip galvanized

L.-Nr. A (mm) B (mm) C (mm) D (mm) E (mm) bolt (mm) kN kA 1s kg
4265.0087 145 20 19 24 66 22 320 50 1,90
4265.0100 145 20 24 27 66 22 330 50 2,10

Clevis eye with arcing device attachment, twisted, forged

Other dimensions are available upon request.

L.-Nr. A (mm) B (mm) C (mm) D (mm) E (mm) bolt (mm) kN kA 1s kg
4265.0082 145 20 19 20 66 19 240 40 1,94
4265.0013 145 20 19 24 66 22 320 50 1,90
4265.0086 145 20 19 20 66 22 240 50 2,00

Clevis eye with arcing device attachment, straight, forged
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L.-Nr. A (mm) B (mm) C (mm) D (mm) bolt (mm) kN kA 1s kg
4266.10/3 235 - 340 20 19 20 19 160 32 2,95
4266.09 246 - 346 20 19 24 22 320 44 4,17
4266.30 265 - 405 20 19 20 19 160 32 3,17
4266.30/2 265 - 405 20 19 24 19 160 32 3,20
4266.59 290 - 430 20 19 20 19 240 40 4,20
4266.09/1 300 - 450 20 19 24 22 300 44 4,98
4266.53 309 - 441 20 19 24 22 230 40 4,50
4266.53/3 310 - 490 20 19 20 19 240 40 4,53
4266.09/2 470 - 790 20 19 24 22 320 45 7,40
4266.34/1 490 - 840 20 19 20 19 160 32 5,82
4266.51/4 550 - 770 20 19 20 19 240 40 6,80
4266.51/9 550 - 770 20 19 22 19 240 40 6,70
4266.51/8 550 - 770 20 19 24 19 240 40 6,70
4266.51/1 550 - 770 20 19 24 22 230 40 6,70
4266.51/7 550 - 770 20 19 26 22 230 40 6,70
4266.51 550 - 770 20 19 29 22 230 40 6,74
4266.51/3 550 - 770 20 19 29 19 240 40 6,80
4266.51/5 550 - 770 20 19 32 19 240 40 6,80

material: steel, hot dip galvanized

material: steel, hot dip galvanized

Adjustable extension link twisted

Other dimensions are available upon request.

Adjustable extension link straight

L.-Nr. A (mm) B (mm) C (mm) D (mm) bolt (mm) kN kA 1s kg
4267.31/3 350 - 500 20 19 20 19 200 32 3,96
4267.31 350 - 500 20 19 21 19 160 32 3,96
4267.313 350 - 500 20 19 24 19 160 32 4,00
4267.312 350 - 500 20 19 25 19 160 32 3,94
4267.314 350 - 500 20 19 27 19 120 28 3,94
4267.62/1 410 - 555 20 19 24 22 230 40 5,32
4267.62 410 - 555 20 19 26 22 230 40 5,40
4267.33/2 480 - 720 20 19 20 19 160 32 5,26
4267.35/1 550 - 770 20 19 20 19 160 32 5,76
4267.50/1 550 - 770 20 19 24 22 230 40 7,02
4267.50/4 550 - 770 20 19 26 22 230 40 6,78
4267.35 550 - 770 20 19 29 19 120 25 5,70
4267.50 550 - 770 20 19 29 22 230 40 6,85

Other dimensions are available upon request.
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material: steel, hot dip galvanized

The screws of the turnbuckles are locked by security split pins. To show the full (maximum) 
extent of the screw length coloured marking is visible. Turnbuckles must not be subjected to
a bending load.
Other types are available upon request.

material: steel, forged, hot dip galvanized

L.-Nr. A (mm) B (mm) C (mm) D (mm) thread kN kA 1s kg
4268.32 300 - 420 19 50 20 M20 160 18 1,90
4268.51/R 370 - 550 19 50 20 M20 180 15 2,43
4268.53/R 600 - 800 19 50 20 M20 180 15 3,37
4268.02/10 380 - 505 19 55 20 M24 240 25 2,98
4268.02 380 - 505 19 55 24 M24 240 25 2,95
4268.02/2 560 - 810 19 55 20 M24 240 25 4,55
4268.03/1 410 - 545 19 60 20 M27 240 35 4,26
4268.03 410 - 545 19 60 24 M27 280 35 4,55
4268.03/3 540 - 790 19 60 24 M27 280 35 5,80
4268.50 460 - 630 19 60 20 TR30 240 40 4,99
4268.50/1 460 - 630 19 60 24 TR30 320 40 4,93

Turnbuckle eye-eye

These sag adjusters enable balanced re-adjustment.
Other dimensions are available upon request.

L.-Nr. A (mm) B (mm) C (mm) D (mm) bolt (mm) kN kA 1s kg
4266.61/6/1 209 - 508 20 19 20 19 160 40 9,84
4266.61/5 209 - 508 20 19 20 19 210 40 12,40
4266.61/3 209 - 508 20 19 24 22 210 40 12,10
4266.61/4 209 - 508 24 19 24 22 320 50 13,00

Sag adjuster
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material: steel, forged, hot dip galvanized

material: steel, forged, hot dip galvanized

L.-Nr. A (mm) B (mm) C (mm) D (mm) thread bolt (mm) kN kA 1s kg
4268.10 350 - 470 20 19 20 M20 19 160 15 2,58
4268.14 540 - 790 20 19 20 M20 19 185 18 3,88
4268.11/10/1 405 - 530 20 19 20 M24 19 240 22 3,48
4268.11 410 - 535 20 19 24 M24 22 240 25 3,79
4268.11/2 560 - 810 20 19 20 M24 19 240 25 4,90

4268.13/2/S 440 - 575 20 19 24 M27 22 280 35 5,03

4268.12/2 565 - 815 20 19 24 M27 22 280 35 6,41

4268.46/2 470 - 640 20 19 20 M30 19 240 40 5,60

4268.46/1 470 - 640 20 19 24 M30 22 320 40 5,71
4268.52/5 470 - 640 20 19 20 TR30 19 240 40 5,90
4268.52 470 - 640 20 19 24 TR30 22 320 40 6,65
4268.52/2 450 - 600 20 19 20 TR32 19 230 40 7,30
4268.52/1 450 - 600 20 19 24 TR32 22 300 50 7,60

Turnbuckle clevis-clevis

The screws of the turnbuckles are locked by security split pins. To show the full (maximum) 
extent of the screw length coloured marking is visible. Turnbuckles must not be subjected to 
a bending load.
Other types are available upon request.

Turnbuckle eye-clevis

L.-Nr. A (mm) B (mm) C (mm) thread bolt (mm) kN kA 1s kg
4268.20 400 - 520 20 50 M20 19 160 18 3,28
4268.20/1 500 - 710 20 50 M20 19 160 18 3,78
4268.21/1 430 - 555 20 50 M24 19 240 25 4,02
4268.21/2 560 - 810 20 50 M24 19 240 25 5,40
4268.21/4 900 -1500 20 50 M24 19 210 25 8,06
4268.22 470 - 605 20 56 M27 22 280 35 5,76
4268.22/1 590 - 840 20 56 M27 22 280 35 7,10
4268.52/6 480 - 650 20 56 TR30 22 320 40 6,90
4268.0002 460 - 610 20 56 TR32 22 300 50 7,50

The screws of the turnbuckles are locked by security split pins. To show the full (maximum) 
extent of the screw length coloured marking is visible. Turnbuckles must not be subjected to
a bending load.
Other types are available upon request.
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L.-Nr. A (mm) B (mm) C (mm) bolt D1 (mm) bolt D2 (mm) kN kA 1s kg

4270.03/12 330 47 20 19 19 120 32 3,00
4270.17/18 400 80 20 19 19 160 40 5,30
4270.17/11 400 70 20 19 19 160 40 5,40
4270.17/13 400 110 20 19 19 160 40 6,30
4270.17/16 400 80 20 19 19 200 40 6,40
4270.19/13 400 70 20 19 19 240 40 7,70
4270.0033 450 70 20 19 19 210 40 5,50
4270.24/4 500 80 20 19 19 200 40 7,80
4270.24/10 500 100 20 19 19 200 40 8,30

material: steel, hot dip galvanized

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

material: steel, hot dip galvanized

Triangular yoke welded

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

L.-Nr. A (mm) B (mm) C (mm) bolt D1 (mm) bolt D2 (mm) kN kA 1s kg

4270.02/1 280 50 20 19 19 70 16 1,72
4274.05 400 42 20 19 19 160 25 4,10
4274.10 400 42 20 19 19 200 40 5,64
4274.10/2 400 37 20 22 22 250 30 5,55
4270.19/3 400 60 20 22 22 280 50 8,15
4270.19/1 400 60 20 19 22 320 50 7,40
4270.27/1 450 68 20 19 19 210 40 6,88
4270.26 450 68 20 22 22 280 50 8,30
4270.25/1 450 68 20 19 22 320 50 8,80
4274.15 500 66 20 19 19 150 32 5,97
4274.20/2 500 61 20 22 22 230 50 7,50
4270.30/1 600 90 20 19 19 230 40 9,70

Triangular yoke bended

STRING 
HARDWARE
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material: steel, hot dip galvanized

L.-Nr. A (mm) B (mm) C (mm) D1 (mm) D2 (mm) kN kA 1s kg
4276.0165 300 50 19 20 20 120 40 4,00
4276.0130 330 50 19 20 20 120 40 4,30
4276.0146 330 80 19 20 20 200 40 5,10
4276.0066 400 60 19 18 18 120 25 4,80
4276.0359 400 75 19 18 18 160 40 4,40

4276.05/ 400 100 19 20 20 200 40 5,80

4276.05/4 400 100 19 24 24 230 50 7,70

4276.0134 400 100 19 20 20 240 40 5,80

4276.07/7 400 100 19 20 24 320 40 6,50
4276.05/3 400 100 20 24 30 460 50 8,50
4276.0055 450 100 19 20 20 240 40 7,30
4276.06/3 450 100 19 20 20 240 40 7,80
4276.06/27 450 100 19 20 24 240 40 7,80
4276.0088 450 100 19 20 24 300 40 7,50
4276.0084 450 100 19 20 24 320 40 7,60
4276.06/8/1 450 100 19 20 24 340 50 7,75
4276.0393 450 100 19 24 24 340 50 8,20
4276.06/2 450 100 22 20 30 420 40 9,75
4276.06/17 457 100 19 20 20 120 40 6,65
4276.06/6 457 100 19 20 20 120 40 8,00
4276.06/20 457 100 16 20 20 160 40 6,70
4276.06/4 457 100 19 20 20 180 40 8,00
4270.0049 457 100 19 20 20 240 40 8,00
4276.0256 457 100 19 20 24 320 40 6,80
4276.09/11/1 500 100 16 20 18 120 40 7,50
4276.09/11 500 130 19 20 24 120 40 9,10
4276.09/5/1 500 100 19 18 20 160 40 6,60
4276.0039 500 100 19 20 20 240 40 8,60
4276.0085 500 120 19 20 24 280 50 9,20
4276.09/20 500 100 19 24 24 320 50 8,50
4276.0097 500 100 22 20 27 360 40 10,30
4276.09/13 500 100 20 24 34 420 50 10,60
4276.0136 600 120 19 20 24 320 40 11,50
4276.0198 600 120 20 24 30 460 50 13,30

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

Triangular yoke plate
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L.-Nr. A (mm) B (mm) C (mm) bolt D1 (mm) bolt D2 (mm)  E (mm) kN kA 1s kg

4275.10 400 60 20 19 19 100 200 40 6,05
4275.18/3 400 60 20 19 19 200 240 40 6,73
4275.14/2 500 60 20 22 22 100 240 50 8,00
4275.12/2 500 60 20 22 22 200 240 50 7,80
4275.20/3 500 60 20 19 19 400 240 40 8,00
4275.19/7 600 60 20 19 19 400 240 40 9,50

material: steel, hot dip galvanized

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

material: steel, hot dip galvanized

Trapezoidal yoke bended

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

L.-Nr. A (mm) C (mm) B1 (mm) B2 (mm) bolt D1 (mm) bolt D2 (mm) kN kA 1s kg

4280.08/6 400 500 20 20 19 19 240 40 13,40
4280.0021 400 500 20 20 22 22 240 40 13,90
4280.08/1 400 600 20 20 19 19 200 32 12,35
4280.08/2 400 700 20 20 19 19 240 40 16,10
4280.0017 400 1000 20 20 19 19 240 40 20,30
4280.08/7 400 1000 20 20 22 22 240 40 20,60
4280.13/2 500 600 20 20 19 19 200 30 13,20
4280.13/4 500 600 20 20 19 19 240 40 17,50
4280.0003 500 600 20 26 22 28 450 40 18,00
4280.13/6 500 700 20 20 19 19 240 40 16,90
4280.13/7 500 700 20 20 19 22 320 40 17,10
4280.20/4 500 700 20 26 19 27 350 40 17,00
4280.20/3 500 700 20 26 22 27 450 40 20,50
4280.15 600 700 20 26 19 27 350 40 18,00
4280.0044 600 700 20 26 22 32 530 50 23,50
4280.0014 600 700 20 26 22 32 530 50 30,50
4280.18 600 1000 20 22 22 25 340 40 26,50

Triangular frame yoke with straps

STRING 
HARDWARE
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L.-Nr. A (mm) B (mm) C (mm) bolt D1 (mm) bolt D2 (mm) E (mm) kN kA 1s kg

4276.24/8 300 80 19 20 20 200 320 40 5,10
4276.24/10 400 100 19 20 20 300 320 40 6,97
4276.0008 500 60 19 20 20 300 160 40 8,00
4276.24/7 500 80 19 20 20 400 320 40 8,50
4276.24/21 500 80 19 24 20 450 460 50 8,90
4276.0242 500 80 19 24 24 450 640 50 9,30
4276.0195 600 80 19 20 20 450 420 40 9,70
4275.0054 600 100 19 20 20 457 320 40 13,20

material: steel, hot dip galvanized

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

material: steel, hot dip galvanized

Trapezoidal yoke plate

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

L.-Nr. A (mm) B (mm) C (mm) bolt D1 (mm) bolt D2 (mm) E (mm) kN kA 1s kg

4275.18/1/5 400 75 20 19 19 200 240 40 6,41
4275.0043 400 70 20 19 19 400 320 40 5,70
4275.20/11 500 60 20 19 19 400 240 40 7,19
4275.20/13 500 90 20 19 19 400 240 40 7,40
4275.20/2 500 80 20 22 22 400 360 50 8,90
4275.19/13 600 90 20 19 19 400 240 40 9,15

Trapezoidal yoke welded
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L.-Nr. B (mm) C (mm) bolt D1 (mm) bolt D2 (mm) kN kA 1s kg

4276.29/5 400 16 20 18 120 40 7,60
4276.31/10 450 19 20 20 210 40 10,60
4276.33/3 457 19 20 18 160 40 9,50
4276.35/6 500 19 20 18 210 40 11,90

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

material: steel, hot dip galvanized

material: steel, hot dip galvanized

Yoke for triple bundle, I-string

Additional holes for attaching arcing devices and for applying tools in case of hot line work 
are possible.
Other types are available upon request.

L.-Nr. A (mm) B (mm) C (mm) D1 (mm) D2 (mm) kN kA 1s kg

4276.29 340 400 19 20 18 210 40 11,70
4276.29/4 400 400 16 20 18 210 40 8,50
4276.0133 405 450 19 20 20 160 40 11,90
4276.31/7 480 457 19 20 20 210 40 13,90
4276.35 500 500 19 20 18 320 40 0,00
4276.35/1 513 500 19 20 18 320 40 18,80

Yoke for triple bundle, V-string

STRING 
HARDWARE
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L.-Nr. B (mm) C (mm) D1 (mm) D2 (mm) kN kA 1s kg

4276.0104 400 19 20 20 120 40 16,10
4276.32/19/1 400 19 20 20 210 40 15,50
4276.32/34 450 16 20 18 120 40 14,60
4276.0241 450 19 24 20 230 50 18,20
4276.0266 450 19 30 20 230 63 18,20
4276.32/22 457 19 22 18 160 40 16,70
4276.32/1/1 457 16 26 22 160 40 18,50
4276.32/30 457 19 20 20 210 40 19,10

material: steel, hot dip galvanized

material: steel, hot dip galvanized

Additional holes for attaching arcing devices and for applying tools 
in case of hot line work are possible.
Recesses for applying tools in case of hot line work are possible.
Other types are available upon request.

L.-Nr. A (mm) B (mm) C (mm) D1 (mm) D2 (mm) kN kA 1s kg

4276.32/11 330 400 19 24 20 360 50 16,10
4276.32/23 400 400 16 24 18 160 50 13,60
4276.0048 400 450 16 20 18 120 40 13,00
4276.32/18 450 450 19 20 20 160 40 18,70
4276.0219 450 450 16 24 18 180 50 16,20
4276.32/21 400 457 19 22 18 160 40 14,20
4276.32/8 457 457 19 20 20 240 40 20,50

Yoke for quad bundle, V-string

Yoke for quad bundle, I-string

Additional holes for attaching arcing devices and for applying tools 
in case of hot line work are possible.
Recesses for applying tools in case of hot line work are possible.
Other types are available upon request.
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V-strings with small angles will, as a rule, be equipped with long rod insulators
and are rigid. Depending on the application, there are many models.

Yoke plates for V-strings, inverse V-strings and Y-strings

Yoke plate with damping straps, for rigid V-strings

Rigid V-strings will be used for suspension towers and angle towers with angles
of up to 10°. Thanks to the damping system based on the yoke plate and the
suspension hinges, loads with a high horizontal predominance can also be
controlled.
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Frame yoke with a damping tongue, for tension strings

STRING 
HARDWARE

The e� ect of the long frame, which is due to the lower change in length at the
swivelling-in movement, is reinforced by bending the damping tongue. In this
case, no impact of wind displacement is opposed to optimal design.

Triangular yoke with a damping tongue, for suspension strings

If one string breaks, the yoke will be swivelled to its fi nal position, the
damping tongue being bent over the two bolts. The damping tongue has 
been dimensioned so as to make sure that it will remain in the elastic area
at the maximum displacement angle due to wind loads.
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Displacement yoke with damping elements, for tension strings

The concept of separate conductor suspension, which had been developed for 
suspension strings, was implemented in that the yoke, which only consists of 
displacement elements, will be very fl exible in case of transposition.
Nevertheless, a safe live connection of the two insulator strings is guaranteed 
at normal operation.

Shifting yoke in trapezoidal and triangular form, for tension strings

Here force is introduced in a balanced manner. As for the trapezoidal yoke, 
the mobility of the system will also help to reduce loads in case of rupture
of a string.
This arrangement is also suitable for calculation.

Yoke with hinge for tension strings, for connecting a triple bundle

At normal operation, the yoke will act as one single rigid yoke that distributes 
load. If a string breaks, this yoke will fold open and thus enable thrust
displacement of a displacement yoke with damping elements.

for all conductor confi gurations

with a double string



Mosdorfer GmbH. 8160 Weiz, Austria. Phone +43 3172 2505-0, o�  ce@mosdorfer.com, www.mosdorfer.com, 2020. Subject to change without notice.

STRING 
HARDWARE

55

Unhingeable yoke with slots on the side, for suspension strings

Flapping yoke for suspension strings, for connecting a triple bundle to a double string

For triple bundles, single fastening of the conductors to 2 insulators is not pos-
sible. The yoke that will fold open in case of load transposition and can also be 
equipped with damping elements will enable gentle transmission of the loads.

Rotary spacer with damping links, for suspension strings

The idea behind this is that each of the conductors arranged horizontally is 
separately fi xed to an insulator. The live connection of the insulator is provi-
ded by the rotary spacers arranged at a distance of approx. 1m. If one string 
breaks, the loads will be transmitted from the intact string extremely gently.

In case of transposition, the whole yoke will be drawn out of the connec-
tion, the conductors remaining connected to the remaining insulator string 
over the displacement elements. The slots on the side have been conceived 
as to make sure that there cannot be any uncoupling at maximum wind 
displacement.

for all conductor confi gurations

with horizontal twin bundle conductors and for four bundle conductors
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Yoke with shifting slots, with displacement elements for tension strings

This type of yoke enables large-area displacement of the damping elements, 
which is provided by the sliding slot. The displacement elements can be wave 
shaped or meandering.

for all conductor confi gurations


